
L1 
OUT

L1 
IN 1

L2 OUT L2 IN 1 L2 IN 2

L1 
IN 2 NEUTRAL

N
EU

TR
A

L

O
U

T L1

G
R

ID
 L1

G
EN

 L1

N
EU

TR
A

L

N
EU

TR
A

L

IN
V

ER
TE

R
  I

N
P

U
T 

1
 G

R
ID

NORMAL

BYPASS
OFFOFF

OFFOFF

ONON

ONON

ONON

OFF OFF OFFOFF

ON ON

INVERTER

SPD 
300

SPD 
300

SPD 
300

G
R

ID
 L2

O
U

T L2

G
EN

 L2

BATTERY 
NEGATIVE

BATTERY 
POSITIVE

250
ON

OFF

6060
60

60

BATT PLUS 

PV 
PLUS

PV 
MINUS

XW SINGLE 6048 OFF GRID OR BATTERY BACK 
UP GRID TIED SYSTEM WITH CLASSIC 150

SYNCH

XANBUS

NOTE:
ALL AC WIRING TO 

BE #6 THHN UNLESS 
OTHERWISE 

MARKED

NOTE: INSTALL 
TERMINATOR PLUG 

HERE.

NOTE: 
REMOVE THIS 
BOND WIRE 
WHEN USED 

ON GRID 
CONNECTED 

SYSTEMS

OUTPUT GENERATORGRID

 

70

ON

8 0 

ON

100

#4

#4

#4

CLASSIC 150

BATTERY 
POSITIVE

BATTERY 
NEGATIVE

IN
V

ER
TE

R
  I

N
P

U
T 

2
 G

EN

IN
V

ER
TE

R
 O

U
TP

U
T

#4

MNE250XW-SINGLE
E-PANEL

PV ARRAY

Plug in
System Control

Panel Here

PV wires to be sized at #4 or larger


	Schneider_MNXW6048-CL150_9_30_13.vsd
	Page-1


